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Sanhua Gas sensor
	 •	Compact and easy to install
	 •	Design refrigerant: HC
	 •	Operating temperature: -40°C to 80°C
	 •	Designed for refrigeration and A/C applications
	 •	Level of detection 0% to 55% of LFL / 10%ppm (CO2)
	 •	Modbus and Relay versions
	 •	Accuracy +/-2,5%
	 •	 IP54

Sanhua LPF-T EEV
	 •	Design pressure: 90 bar and MOPD up to 50 bar
	 •	Refrigerant temperature range: -40°C–70°C
	 •	Snap-on coil connection for easier installation
	 •	Uni-polar step motor with total
		  500 steps for accuracy control
	 •	Connection sizes: 1/4 "–1/2 " and 6–12 mm

Sanhua NTC temperature sensor
	 •	Designed for High & low temperature discharge
 	 •	Resistance: 50 kΩ @25°C (discharge)
	 •	Resistance: 5 kΩ @25°C (suction)
	 •	Operating temperature: -40°C to 150°C (discharge)
	 •	Operating temperature: -55°C to 85°C (suction)
	 •	Sheath max temperature: 200°C (discharge)
	 •	Bulb material: Stainless steel
	 •	Shell protection grade: IP67

Sanhua BPHE
	 •	Design refrigerant: HFC, HFO, HC
	 •	Design pressure: 45 bar
	 •	Medium temp. TS min./max.: -190°C to +225°C
	 •	Optimized plate design for refrigerant/water
		  applications
	 •	Wide capacity range and connection options

Sanhua Witness monitoring system
	 •	Up to 64 devices connected
	 •	User friendly interface with remote access
	 •	Wireless data transmission with 4G network 
	 •	Control, Monitoring and Optimization
		  of the system operation
	 •	Local data storage: 14 days or *up to 2 years
		  (*optional)
	 •	Available in Europe in 2025

Sanhua REVO+
	 •	Refrigeration cabinet/ evaporator controller with EEV & variable
		  speed compressor control (ModBus RS485)
	 •	 Intercom for multiple controllers 
	 •	Defrosting control
	 •	Evaporating fan control 
	 •	Modbus RS485
	 •	Compatible with: LPF/DPF expansion
		  valve Sanhua SD2 inverter

Sanhua SD2 Variable Speed Drive
	 •	Design refrigerant: HFC, HFO, HC and R744
	 •	Dedicated for BLDC compressors
	 •	Pollution degree III design (A3 refrigerants)
	 •	Self-diagnostic system with boot loader function
	 •	Cooling: Horizontal or vertical heatsink, flat plate
	 •	Tested with: Highly, SIAM, Panasonic and other…
	 •	TUV CE certification
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Sanhua YCQB pressure sensor
	 •	Design refrigerant: HFC, HFO, HC and R744
	 •	Output signal: 0.5-4.5 V or 4-20 mA
	 •	Accuracy: from ±0.8% FS
	 •	Electrical connections:
		  Packard/Molex/Hirschmann/Lead wires
	 •	Protection class: IP66 / IP67
	 •	Various customizations on request

Sanhua YCVS check valve
	 •	Design refrigerant:
		  HFC, HFO, HC
	 •	Design pressure: 46 bar
	 •	Kv values from 0.56 to 29.1 m3/h
	 •	ODF connection sizes from 1/4” to 1-5/8”
	 •	Straightway valve and L-shape valve

Sanhua MPS pressure switch
	 •	Design refrigerant: HFC, HFO, HC
	 •	Model types:
		  - High pressure switch
		  - Low pressure switch
		  - Fan regulation (on/o_ cycles)
	 •	Protection Class: IP66 / IP67
	 •	Various customizations on request

Sanhua LRA liquid receiver
	 •	Design pressure: 35 bar
	 •	Medium temp. TS min./max.: -30°C to +120°C
	 •	 Internal volume of 0.4 l
	 •	Hermetic body in carbon steel with
		  copper connections
	 •	Corrosion resistant painting
	 •	Certification: UL and PED declaration

Sanhua CSV service valve
	 •	Design pressure: 120 bar
	 •	Connection sizes: 1/4 " - 1/2"
	 •	Refrigerant temperature
		  range: -45°C-+125°C
	 •	Reliable sealing for safe handling
	 •	For Installation in liquid
		  and suction line
	 •	Designed for using as
		  Service Valve

Sanhua DTG-M filter drier
	 •	Design refrigerant: HFC, HFO, HC
	 •	Design pressure: 48.3 bar
	 •	Connection sizes from 1/4” to 1/2”
	 •	Fully hermetic stainless-steel
		  housing
	 •	Solid filer cores with 100% 3Å desiccant
	 •	Compact design for lower refrigerant charge
	 •	Unidirectional flow

Sanhua RFGB/RFGC Thermostatic expansion valve
	 •	Design refrigerant: R290
	 •	Design pressure: 35 bar
	 •	Cooling capacity: 0.49–14.3 kW (for R290)
	 •	Ambient temperature min./max.: -35/+55°C
	 •	Medium temperature TS min./max.:
		  -40°C / +70°C
	 •	Fully stainless steel body and bi-metal connections
		  (RFGC) or brass body and copper connections (RFGB)

Sanhua SBV Ball valve
	 •	Design refrigerant: HFC, HFO, HC
	 •	Design pressure: 45 bar
	 •	Special sealing materials to
		  prevent internal leakage
	 •	Straightway type
	 •	Full port design,
		  low pressure drop
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* MT	- Medium Temperature, Condensing T = 45 °C, Evaporating T = -5 °C, R290

    LT	 - Low Temperature, Condensing T = 45 °C, Evaporating T = -30 °C, R290
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Solutions water
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Sanhua solution Single evaporator Multi evaporator (X evaporators)

Witness monitoring system (1) (1)

SD2 inverter (1) (1)

REVO+ (1) (1)

REVO/REVO se (1/evaporator)

MD01 display (1) (1/evaporator)

LPF-T EEV (1) (1/evaporator) Compatible with REVO+ and REVO

PQ-M24 EEV Coil (1) (1/evaporator) Compatible with REVO+ and REVO

RFGB/RFGC thermostatic expansion valve (1/evaporator) Compatible with REVO se

YCQB Pressure sensor (0-20 bar) (1) (1 if sensor is shared or 1/evaporator if EEV is used)

NTC3B1 sensor (discharge) (1) (1)

NTC2A1 sensor (suction) (4) (4/evaporator)

YCVS Check valve (1) (1)

SBV ball valve (2) (2)

CSV service valve (2) (2)

DTG filter drier (1) (1)

S20 BPHE (1) (1)

MPS HP pressure switch (1) (1)

MPS LP pressure switch (1) (1)

XRAB gas detector for R290 refrigerant (1) (1/evaporator)

MT Cooling capacity* 1 (kW) 10 kW  

LT  Cooling capacity* 1 (kW) 4 kW


