
LPF-D CO2 Refrigeration EEV

 500 steps (full stroke); 32 ± 20 opening steps
 Extremely high internal tightness (≤1ml/min at 1MPa)
 Cooling capacity (5 models): 0.2 to 27.3 kW  
 �Operation pressure 60 bar/ Endurance pressure 90 bar/ 
Burst pressure >210 bar
 �Certifications: Compliance with the 
EN 60335-2-24 / 2-40 / 2-89 (VDE) 

* For more information please contact your SANHUA representative

VSD2010P Driver for unipolar 
stepper motor valves

 Control: 0-10VDC or 4-20mA
 Integrated Ultracapacitor
 �EEV extra closing function 
with 10% more steps adding
 Installation method: DIN rail

BENEFITS OF COMMONLY USED PWM EEV CONTROLLERS 
MAXIMIZED WITH SMOOTH AND PRECISE STEPPER EEV

AS PRECISE AS 500 MICROSTEPS FROM 
CLOSE TO OPEN POSITION

3rd PARTY 
SUPERHEAT 

CONTROLLER

control signal
0-10V

4/20mA

VSD2010P DRIVER LPF-D VALVE

HEAR THE 
DIFFERENCE!

CROSS-REFERENCE WITH COMMONLY 
USED PWM EEVS AND CONTROLLERS

SANHUA

Kv
LPF-D

Kv

[m³/h] [m³/h]

AKV 10P0 0.003

AKV 10P1 0.009 LPF08D (≈35% load ) 0.025

AKV 10P2 0.016 LPF08D (≈60% load) 0.025

AKV 10P3 0.024 LPF08D 0.025

AKV 10P4 0.046 LPF10D 0.040

AKV 10P5 0.064
LPF10D 0.040

LPF14D 0.080

AKV 10P6 0.114 LPF18D 0.120

AKV 10P7 0.185 LPF24D 0.200

AKV 10PS4 0.046 LPF10D 0.040

AKV 10PS5 0.064
LPF10D 0.040

LPF14D 0.080

AKV 10PS6 0.114 LPF18D 0.120

AKV 10PS7 0.185 LPF24D 0.200

sanhuaeurope.com

SANHUA INTERNATIONAL
info@sanhuaeurope.com

Ordering*: �LPF-D Valve 
PQ-M24012 Coil 
VSD2010 Driver

Manufacturer Controller Remarks

WURM FKL003  Compatible with VSD2010P

WURM FKP002B  Compatible with VSD2010P

WURM CRD-XP+EEV-MODUL  Compatible with VSD2010P

ELIWELL RTX 600 /V  Compatible with VSD2010P

ELIWELL RTX 600 /VS  Can operate LPF valve directly

ECKELMANN UA 410 E  Compatible with VSD2010P

DANFOSS AK-CC55 Single Coil  Compatible with VSD2010P

DANFOSS AK-CC55 Single Coil UI  Compatible with VSD2010P

ELREHA EVP 3150-2  Compatible with VSD2010P

ELREHA EVP 3167  Compatible with VSD2010P


