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Accumulator

FEATURES 

•   Inlet and outlet are made of copper tubes

•   aIr guIdIng part dIrect the refrIgerant toward the wall whIch form a slIpstream to make 
the refrIgerant expand quIckly and slow the flow to let the lIquId drop down. thIs effec-
tIvely separates the lIquId and gas.

•   the u tube desIgn guarantee a max flow of refrIgerant and stop lIttle lubrIcatIon oIl. 
the Inlet of u tube Is behInd aIr guIdIng part whIch can prevent the lIquId from enterIng 
compressor. at the same tIme, It can change the dIrectIon of refrIgerant to completely 
separate the lIquId and gas.

•   the balancIng hole In the upper u tube can effectIvely elImInate the sIphon caused the res-
tart of system so as to avoId excessIve lIquId enterIng compressor

•   the oIl return hole Is matchIng the system capacIty to optImIze the flow of lIquId refrIge-
rant and lubrIcatIon oIl Into compressor.

•   connectIon tube, u tube and volume of accumulator Is desIgned based on the basIc demand 
of heat pump system IncludIng safety store capacIty (vs. total capacIty) ; protectIve flow 
control back to compressor allows a proper and relIable lIquId refrIgerant and lubrI-
catIon oIl back to compressor. thIs combInatIon Is to achIeve a mInImum pressure drop and 
largest refrIgerant capacIty.

•   powder coated surface can survIve 500hours of salt spray test

•   advanced structure desIgn and process, cost-effectIve

s series accumulator is installed between the suction port 
of the refrigerating system compressors and evaporator to 
separate gas and fluid, store fluid, return oil and filter. 

GENERAl  
SpEciFicATioNS
•  applicable refrigerant: cfc, hcfc, hfc etc.

• applicable medium temperature: -30ºc~+120ºc   
  (-22°f~+240°f)

•  applicable ambient temperature: -35ºc~+55ºc 
(-22°f~+131°f)

•  maximum working pressure: 2.5mpa (362.5psig)

•  certification: ul, csa and ped
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SANHUA S SERIES 
Accumulator

TEcHNicAl pARAmETERS

Model L
mm 

D
mm 

d1
mm 

d2
mm 

L1
mm 

L2
mm 

d3
mm 

d4
mm 

M 
meshes/in 

N 
meshes/in

ACM-S00063-004 355.6 63.5 16 16 51 127 1.52 0.74 60 60

ACM-S00063-005 355.6 63.5 16 16 51 127 3.2 0.74 60 60

ACM-S00063-006 355.6 63.5 16 16 51 127 0.74 0.74 60 60

ACM-S00063-012 431.8 63.5 19.2 19.2 51 127 1.14 0.74 60 60

ACM-S00076-007 279.4 76 19.2 19.2 64.3 140.5 1.52 1.52 30 30

ACM-S00076-008 330.2 76 22.4 22.4 70.6 146.8 1.52 1.52 30 30

ACM-S00101-023 333.3 101.6 19.2 19.2 50.8 127 1.52 0.74 30 60

ACM-S00101-033 333.3 101.6 22.4 22.4 50.8 127 1.52 0.74 60 60

ACM-S00101-017 371.4 101.6 19.2 19.2 50.8 127 1.52 0.74 60 60

ACM-S00101-012 371.4 101.6 22.4 22.4 50.8 127 1.52 0.74 60 60

ACM-S00101-022 438 101.6 22.4 22.4 50.8 127 1.52 0.74 30 60

ACM-S00101-021 485.7 101.6 22.4 22.4 50.8 127 1.52 0.74 60 60

ACM-S00101-016 523.7 101.6 22.4 22.4 50.8 127 1.52 0.74 60 60

ACM-S00101-025 558.8 101.6 19.2 19.2 50.8 127 0.74 0.74 60 60

ACM-S00101-024 612.7 101.6 22.4 22.4 50.8 152.4 1.52 0.74 60 60


