
CHILLING IDEAS WORLDWIDE SANHUA INTERNATIONAL EUROPE
sanhuaeurope.com

SANHUA JYQ SERIES

Compensator

GeNerAl  
SpecificAtioNS
•  Applicable refrigerant: HFC, HCFC and HC

• Applicable medium temperature: -30ºC~ +120ºC  
  (-22°F~+240°F)

•  Applicable ambient temperature: -30ºC~ +55ºC 
(-22°F~+131°F)

•  Maximum working pressure: 4.83MPa

•  Certification: UL, CSA

The Compensator is applicable for commercial air 
conditioner, freezing or deep-freezing equipment or other 
refrigeration circuits in order to open and to shut off inner 
flow path by operating the valve stem. It can also be used 
as service valve for vacuum pumping and refrigerant 
injection etc.

feAtUreS 

•   SoLId CoPPer SoLder ConneCTIon

•   MInIMIze PreSSUre droP

•   GUArAnTee THe MAxIMUM workInG PreSSUre

•   Powder CoATed SUrFACe CAn SUrvIve 500 HoUrS oF SALT SPrAy TeST

•   exCeLLenT AnTI-SHoCk And vIbrATIon PerForMAnCe: USInG STeeL CASInG

DiMeNSioNS tecHNicAl pArAMeterS
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sanhuaeurope.com

SANHUA JYQ SERIES 
Compensator

Model 
Dimensions

Connection TypeA
mm

B
mm

C
mm

D
in

E
in

F
in

JYQ-A23070-001 89 182,6 84,6 7/8 7/8 3/8

Solder Connection 

JYQ-A31070-001 89 206,7 108,7 7/8 7/8 3/8

JYQ-A36070-001 89 226,5 128,5 7/8 7/8 3/8

JYQ-A45070-001 89 258 160 7/8 7/8 3/8

JYQ-A78070-001 89 358,4 260,4 7/8 7/8 3/8
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