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CDF-T SERIES

GENERAL SPECIFICATIONS
•	Applicable medium:

	 R744 (If the medium is oil, please contact Sanhua)

•	Maximum Working Pressure: 140 bar

•	Ambient Temperature: -40 °C/+60 °C

•	Medium Temperature: -40 °C/+150 °C

•	Relative Humidity: Less than 95 %

•	Certification: CE

FEATURES 

•	ZERO PRESSURE DIFFERENCE VALVE OPENING CAN BE ACHIEVED

•	THE VALVE BODY STRUCTURE IS COMPACTLY DESIGNED, SAVING INSTALLATION SPACE

•	LEAD-FREE AND ENVIRONMENTALLY FRIENDLY

•	COIL: LOW POWER CONSUMPTION AND GOOD RELIABILITY

NC SOLENOID VALVE

SANHUA STANDARD PRODUCT CATALOGUE

The CDF-T series solenoid valves are direct-acting and 
pilot-operated types. They are suitable for CO2 transcritical 
conditions and can be used for refrigerant control in 
Refrigeration and Freezing systems.

TECHNICAL PARAMETER

Valve Model Part Number Actuation
Orifice Kv MOP Max. OPD

(Air/AC)* Min. OPD

[mm] [m³/h] [bar] [bar] [bar]

CDF1T01 CDFX0000802 Direct Type 0.9 0.024 140 110 0

CDF2T01 CDFX0000902

Pilot Type

1.8 0.1 140 110 0

CDF3T01 CDFX0001002 3 0.28 140 110 0

CDF4T01 CDFX0000602 4.0 0.38 140 110 0

*It’s measured with coil SQ-A3122G-001069.
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DIMENSION

TECHNICAL PARAMETER OF COIL

DIMENSIONS – COIL (FQ-A05)

CDF-T SERIES

NC SOLENOID VALVE

Valve Model
Connection Ød L L1 L2

[inch] [mm] [mm] [mm]

CDF1T01 1/4 101 62.6 63

CDF2T01 1/4 112.7 63.3 64.5

CDF3T01 1/4 112.7 63.3 64.5

CDF4T01 1/4 112.7 63.3 64.5

Model Part
Number

Rated
Voltage

Allowed
Voltage

Fluctuation

Rated 
Power

(50/60Hz)
Insulation 

Class

Coil
Connection

Type

Lead
Length

[V] [W] [mm]

SQ-A3122G-001069 SQAC0003102 AC220~240 -15%~+10% 6.5/4.5 B Lead Type 1000
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