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Solenoid
Valve

FEATURES 

•   Low temperature rise of the coiL, Low energy 
consumption and reLiabLe;

•   Long service Life, up to 35,000,000 times;

GENERAl  
SpEciFicATioNS
•  applicable refrigerant: r22, r134a, r404a, r407a, 

r407c and r507 etc.;

• applicable medium temperature: +10°c ~ +146°c  
  (non-persistent);

•  applicable ambient temperature: -30°c ~+60°c;

•  relative humidity: below 95% rh

TEcHNicAl pARAmETERS

DimENSioNS

Technical Parameters Of Valve Body

Electrical Parameters of Coil 

Model Flow L/min (ΔP=0.345MPa)
Operation Pressure Difference MPa

Max. Working Pressure MPa
Max Min

FDF2A903-01 
42.5 2.8 0 3.5

FDF2A903-02 

Model A B C

FDF2A903-01 (87) 10.30 R11.1

FDF2A903-02 (90) 13.47 R12.7

Model Insulation Grade Rated Voltage V Voltage Change Frequency Hz

SHF-4-10FA5 
F 
 

AC220V~240V

85%~110% 50/60SHF-4-10FA2 AC120V 

SHF-4-10FA4 AC24V 

SANHUA FDF FLANGE SERIES

fdf series solenoid valve are used in the new compressor 
system developed by copeland, which uses a flange to connect 
the compressor. it is available in high ambient temperature 
and medium temperature with long service life. 


